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GENERAL NOTES GENERAL PIPE AND FITTINGS HVAC bored oo T e T 3 5
1. ALL SYMBOLS AND ABBREVIATIONS SHOWN ON THIS 9. THE DRAWINGS, SCHEDULES AND SPECIFICATIONS NEW WORK STA. 10 STA.
LEGEND MAY NOT APPEAR ON THIS SET OF DRAWINGS. HAVE BEEN PREPARED USING ONE MANUFACTURER FOR 3 FLANGED JOINT ::i VOLUME DAMPER (MANUAL) FED. ROAD DIST. N0 [{LLINOIS[FED. AID PROJECT
EACH PIECE OF EQUIPMENT AS THE BASIS FOR EXISTING ~ D-91-411-98
2. ARE GENERALLY DIAGRAMMATIC. ROUTING OF DIMENSIONAL DESIGN. IF THE CONTRACTOR PURCHASES {:]Mj? FLEXIBLE DUCT CONNECTION
PIPING, DUCTWORK, CONDUITS, RACEWAYS, ETC. AS EQUIPMENT LISTED AS A SPECIFIED ACCEPTABLE |  ===mm-mmmomm- FUTURE MECHANICAL JOINT VOLUME EXTRACTOR
SHOWN ON DRAWINGS, DOES NOT INTEND TO SHOW EVERY MANUFACTURER BUT IS NOT THE SCHEDULED INCLINED DROP IN ELEVATION OF
RISE, DROP, OFFSET, FITTING NOR EVERY STRUCTURAL MANUFACTURER USED FOR THE BASE DESIGN, THE @ STREAM IDENTIFICATION < [0—=[ < [DUCT WITH RESPECT TO AIR FLOW
ELEMENT THAT MAY BE ENCOUNTERED DURING THE CONTRACTOR SHALL BE RESPONSIBLE FOR CHECKING ALL W SUPPLY OR VENTILATING
INSTALLATION OF THIS WORK. EACH CONTRACTOR THE DIMENSIONS OF THE EQUIPMENT TO VERIFY THAT g Y PUSH-ON JOINT
SHALL MAKE ANY REQUIRED CHANGES FROM THE GENERAL IT WILL FIT IN THE SPACE SHOWN ON THE DRAWINGS. > FLOW ARROW + IR='5  DUct Wit RESPECT 7O AIR FLOW &3 DIFFUSER W/CFM AND
ROUTING SHOWN ON THESE DRAWINGS, SUCH AS MINOR DEVIATIONS IN DIMENSIONS WILL BE 350 CFM FIXTURE TYPE SHOWN
OFFSETS, BENDS OR CHANGES IN ELEVATION DUE TO PERMITTED, PROVIDED THE RATINGS MEET THOSE SHOWN — PITCH DOWN IN § T % WELDED JOINT MOTORIZED DAMPER-PARALLEL
COORDINATION WITH THE WORK OF OTHER TRADES AND ON THE DRAWINGS AND EQUIPMENT WILL PHYSICALLY ¢ t DIRECTION OF FLOW { } OR OPPOSED BLADE-PLAN VIEW
BUILDING CONSTRUCTION. ALL CHANGES SHALL BE FIT INTO THE SPACE ALLOCATED WITH SUITABLE GROOVED END ‘EE{E@ v?;cg&(HQHST
MADE WITHOUT ADDITIONAL COST TO THE OWNER OR ACCESS AROUND EQUIPMENT FOR OPERATION AND MECHANICAL COUPLING REHEAT OR PREHEAT RG-1, EG-1 FIXTURE TYPE SHOWN
DELAY IN COMPLETION DATE OF THE PROJECT. MAINTENANCE ON THE EQUIPMENT. m 350 CFM
VALVES e COIL IN DUCT g
3. WHERE THERE IS EVIDENCE THAT WORK OF ONE 10. CONTRACTOR SHALL VERIFY THAT THE SLEEVE TYPE
TRADE WILL INTERFERE WITH WORK OF OTHER TRADES, CHARACTERISTICS OF THE EQUIPMENT SUBMITTED FOR NORMALLY ~ NORMALLY — MECHANICAL COUPLING HEATING COIL ( ) EXHAUST FAN
ALL TRADES SHALL MEET ON JOB SITE TO WORK OUT REVIEW MEETS THE CAPACITY AND DUTY SPECIFIED. OPEN CLOSED - —
SPACE CONDITIONS AND MAKE SATISFACTORY =T RESTRAINED SLEEVE TYPE
ADJUSTMENTS TO INSTALLATION OF THE NEW WORK. 1. WHEN EQUIPMENT IS SUBMITTED FOR REVIEW AND <] [ o AL B MECHANICAL QOUPLING '-» COOLING COIL N
VERIFY EXACT LOCATIONS OF ALL DEVICES AND DOES NOT MEET THE PHYSICAL SIZE OR ARRANGEMENT — C FAN
EQUIPMENT WITH FIELD CONDITIONS, SHOP DRAWINGS, OF THAT SCHEDULED AND SPECIFIED, CONTRACTOR @] | @] BALL T
AND WORK OF OTHER TRADES PRIOR TO ROUGH-IN. SHALL PAY FOR ALL ALTERATIONS REQUIRED TO ) FLANGED COUPLING m ELECTRIC
TRADES SHALL BE RESPONSIBLE, AT THEIR OWN ACCOMMODATE SUCH EQUIPMENT AT NO ADDITIONAL COST — J— ADAPTER o HEATING COIL INLINE EXHAUST FAN
EXPENSE, FOR THE REMOVAL AND REINSTALLATION OF TO OWNER. CONTRACTOR WILL ALSO PAY ALL COSTS FOR >d » STOP CHECK 1
ANY PART OF THEIR WORK IF SAME WAS INSTALLED ADDITIONAL WORK REQUIRED BY OTHER CONTRACTORS, I RESTRAINED FLANGED r@"l
WITHOUT CONSULTING WITH OTHER TRADES BEFORE OWNER, ARCHITECT OR ENGINEER TO MAKE CHANGES I)azl |/.’l BUTTERFLY + B COUPLI;G ADAPTER | } FILTER — SUPPLY/VENTILATING AIR
INSTALLING THEIR WORK. WHICH WOULD ALLOW THE EQUIPMENT TO FIT IN THE I o AN
SPACE AND FUNCTION AS INTENDED. - = o RETURN/EXHAUST AIR
4. PROVIDE SLEEVES FOR OPENINGS IN BEAMS, £ P4 DIAPHRAGM i , |
FLOORS, COLUMNS AND WALLS AS SHOWN ON THE 12, CONTRACTOR SHALL FIELD VERIFY THE SIZE OF 3 EXPANSION JOINT SMOKE DAMPER
DRAWINGS, AS REQUIRED BY JOB SITE CONDITIONS, EXISTING OPENINGS, WINDOWS, DOORS, CORRIDORS, I
AND/OR AS SPECIFIED, WHEN INSTALLING THEIR WORK. ROOMS, ETC. FOR ACCESS OF THE NEW EQUIPMENT INTO <! Y-STRAINER ggg}égm gngsEoF;E/NsTv}?TLc: RESSURE
ALL BEAMS AND COLUMNS WHICH ARE REQUIRED TO BE OR REMOVAL OF EXISTING EQUIPMENT FROM THE DIFFUSER
SLEEVED SHALL BE CUT AND REINFORCED AS REQUIRED BUILDING. IF OPENINGS ARE TOO SMALL FOR ACCESS Y-STRAINER W/ DRAIN SCHEMATICFITTINGS AND VALVES po DIFFERENTIAL PRESSURE
BY FIELD CONDITIONS AND LOCATIONS AND SIZES THEN CONTRACTOR SHALL, AT HIS OWN EXPENSE, BACKDRAFT TRANSMITTER
SHALL BE CHECKED AND APPROVED BY ENGINEER BEFORE PROVIDE NEW OR ENLARGED OPENINGS AND RESTORE ALL FITTINGS AND VALVES MAYBE SHOWN AS EIB i
CONTRACTOR CUTS ANY STRUCTURAL BUILDING MEMBER. SAME TO ORIGINAL SIZE AND CONDITION. CONTRACTOR iv CAPPED Y-STRAINER INDICATED UNLESS STATED (PLAN) ONLY. o) EQUIPMENT TAG NUMBER
MAY ELECT TO ORDER THE EQUIPMENT DISASSEMBLED ® D e TR D
5. THE SEQUENCE FOR THE INSTALLATION OF ALL WORK AND/OR WITH SPLIT HOUSING FOR ENTRANCE INTO THE S e VIR ERZ. FREEZE TAT @ CFM VALUE
SHALL BE COORDINATED BETWEEN TRADES. THE PROJECT EXISTING SPACE OR BUILDING, CONTRACTOR SHALL VENT THRU ROOF FC - FAIL CLOSE
AND IN STRICT ACCORDANCE WITH ARCHITECT/ REASSEMBLE EQUIPMENT AFTER IT IS IN THE SPACE AT BUCKET STRAINER g FO - FAIL OPEN
ENGINEER AND OWNERS STIPULATION AS CALLED FOR IN HIS OWN EXPENSE. <-‘ FIP - FAIL IN PLACE X FIRE DAMPER (NUMBER
THE SPECIFICATION AND/OR AS DIRECTED. SHOCK ABSORBER OR @ é“‘T'i{Ié?;TTE:AgliiEHgSF;ING
13. ALL PIPING SHALL BE SUSPENDED WITH CLEVIS
6. CONTRACTOR SHALL BE RESPONSIBLE AND PAY FOR AND/OR TRAPEZE PIPE HANGERS. INSULATED PIPING HOH SIMPLEX STRAINER I:f] WATER HAMMER ARRESTOR @ ACCESS DOOR IN DUCT
ALL CORING, CUTTING, PATCHING, REPAIRING, SHALL REST ON STEEL OR WOOD (CHILLED WATER — SIDE OR BOTTOM @ SMOKE DAMPER
REFINISHING AND REMOVAL/REPLACEMENT OF NEW OR PIPING) PIPE COVERING PROTECTION SADDLES OR _d TRAP (LAV, DRAIN,
EXISTING BUILDING CONSTRUCTION REQUIRED TO SHEET METAL INSULATION SHIELDS AS CALLED FOR IN %1 DUPLEX STRAINER ECT.) RECTANGULAR RETURN FIRE & SMOKE DAMPER
ACCOMMODATE THE INSTALLATION OR REMOVAL OF THEIR THE SPECIFICATIONS AND/OR DETAILED ON THE DUCT TURNING DOWN X (NUMBER INDICATES FIRE
WORK. ALL PATCHING, REPAIRING AND REFINISHING DRAWINGS. 0 RATING OTHER THAN
WORK SHALL BE PERFORMED BY THOSE REGULARLY
INVOLVED IN THAT TRADE AND SHALL MATCH THE 14. ALL PIPING PENETRATIONS THRU FLOORS SHALL ﬁ JRIIRRARY STRAINER [=————=] sto7 oIFFusER 'ZD BT GOL R RETURN 1 HOUR)
ADJACENT CONSTRUCTION AS CLOSELY AS POSSIBLE. HAVE A SCHEDULE 40 STEEL PIPE SLEEVE INSTALLED ROUND DUCT {
CARE SHALL BE TAKEN SO AS NOT TO DAMAGE ANY AROUND PIPE ONLY. ALL PIPE PENETRATIONS THRU @:9 TURNING UP UNIT HEATER
EXISTING BUILDING CONSTRUCTION OR ITEMS THAT ARE WALLS SHALL HAVE A GALVANIZED SHEET METAL OR Y DRAIN CONTROL RECTANGULAR SUPPLY @
TO REMAIN. ANY EXISTING FINISHES THAT ARE SCHEDULE 40 STEEL PIPE SLEEVE INSTALLED AROUND ROUND DUCT DAMPER DUCT TURNING DOWN
DAMAGED DURING THE INSTALLATION OF NEW WORK OR THE PIPE AND PIPE INSULATION. ALL PENETRATIONS m TURNING DOWN SECTION
REMOVAL OF EXISTING WORK SHALL BE REPAIRED, TO BE SEALED TO MAINTAIN FIRE-ROOF RATING AND —< SPRAY NOZZLE RECTANGULAR SUPPLY @ H = HUMIDISTAT
REPLACED AND PAID FOR BY THE INSTALLING INTEGRITY, 0 DUCT TURNING UP
CONTRACTOR, TO THE SATISFACTION OF THE ENGINEER O VENT THRU ROOF (PLAN) 12¢ ROUND DUCT
AND OWNER. REFER TO DRAWINGS FOR EXISTING 15. PITCH ALL SUPPLY AND RETURN WATER LINES TO RETURN OR EXHAUST DUCT @ PNEUMATIC
BUILDING CONSTRUCTION THAT IS TO REMAIN AND, DRAIN COMPLETELY THROUGH LOWER EQUIPMENT, N ~_] R
THEREFORE, SUBJECT TO PATCHING, REPAIRING, UNIONS, OR DRAIN VALVES. INSTALL A 1/2 DRAIN N SWING CHeCK FLAT OVAL DUCT TAP FROM BOTTOM OF DUCT T = THERMOSTAT
REFINISHING, AND REMOVAL/REPLACEMENT. VALVE WITH 3/4” HOSE THREAD OUTLET IN ALL MAIN . D DIGITAL
PIPING RUNS WHICH WOULD NOT BE ABLE TO DRAIN | <] WAFER CHECK g DIRECTION OF
7. CONTRACTOR SHALL BE RESPONSIBLE FOR THEIR OWN THRU A LOWER PIECE OF EQUIPMENT. FLOW IN DUCT RETURN, SUPPLY, OR EXHAUST
CLEAN-UP DURING CONSTRUCTION. IF CONTRACTOR BRANCH DUCT IN SIDE OF
FAILS TO PROVIDE SUCH CLEAN-UP, THE 16. PLAN DIMENSIONS AND DETAILS RELATIVE TO [ FLOAT DUCT W/VOLUME DAMPER REFRIGERANT SENSOR
ARCHITECT/ENGINEER WILL DIRECT ANOTHER EXISTING STRUCTURE HAVE BEEN TAKEN FROM EXISTING - BALANCING DOUBLE THICKNESS, AIRFOIL oA OUTSIDE AIR
CONTRACTOR TO PERFORM THE CLEAN-UP AND THE PLANS AND ARE SUBJECT TO NOMINAL CONSTRUCTION TURNING VANES IN ELBOW DUCT-(INSIDE CLEAR DIMENSIONS) P
NEGLIGENT CONTRACTOR SHALL PAY THE ASSOCIATED VARIATIONS. IT SHALL BE THE CONTRACTOR'S - FIRST FIGURE = SIDE SHOWN S.A. SUPPLY AIR
BACK-CHARGES AS DEEMED APPROPRIATE BY THE RESPONSIBILITY TO VERIFY SUCH DIMENSIONS AND NN BACKFLOW PREVENTER SECOND FIGURE = SIDE NOT SHOWN E.A. EXHAUST AIR
ARCHITECT/ ENGINEER. DETAILS IN THE FIELD AND MAKE NECESSARY APPROVED SOUARE. ELBOW WITH RA RETURN AIR
ADJUSTMENTS PRIOR TO CONSTRUCTION OR ORDERING OF
8. CONTRACTOR SHALL STORE ALL MATERIALS AND MATERIALS. —v— GAGE cock TURNING VANES SPLITTER DAMPER S-A. GR SUPPLY AIR GRILLE
EQUIPMENT SHIPPED TO THE SITE IN A PROTECTED S.A. REG. SUPPLY AIP REGISTER
AREA. IF MATERIAL IS STORED OUTSIDE OF THE i S.A. DIF SUPPLY AIP DIFFUSER

BUILDING, IT MUST BE STORED OFF THE GROUND A
MINIMUM OF SIX INCHES (6“) SET ON 6 X 6 PLANKS
AND/OR WOOD PALLETS. ALL MATERIAL AND EQUIPMENT
MUST BE COMPLETELY COVERED WITH WATERPROOF TARPS
OR VISQUIN. ALL PIPING AND DUCTWORK WILL HAVE
THE ENDS CLOSED TO KEEP OUT DIRT AND OTHER
DEBRIS. NO EQUIPMENT WILL BE ALLOWED TO BE
STORED ON THE SITE UNLESS IT IS SITTING ON WOOD
PLANKS AND COMPLETELY PROTECTED WITH
WEATHERPROOF COVERS.
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HW HOT WATER
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